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Nickel Knitted Mesh                     
Test Results

Tests Under Platon of 58 cm2 

Tests Utilising Single-Layer Mesh

Pre-Load to
Stabilised Mesh 

Prior to Test
Compression Test

Sample 
No.

Mesh Refererence
Wire DIA 

(mm)
Mesh Type

No. of 
Filaments

Layers
Crimp 
Pitch

Crimp Height 
at Pressure 
0.02N/cm2

Crimp Height 
at Pressure
0.17N/cm2

Pressure N/cm2 

to Compress to 
3.15mm Height

Pressure N/cm2 

to Compress to 
3mm Height

Pressure N/cm2 
to Compress to 
2.85mm Height

1 Crimped Sock 0.15 Fine 2 2 10.00 7.70 6.70 3.00 3.05 3.14

2 1-Layer Crimped (Cut-Open) 0.15 Fine 2 1 10.00 6.70 6.10 1.12 1.14 1.16

3 Crimped Sock 0.15 Fine 1 2 10.00 5.80 5.16 1.48 1.51 1.53

4 1-Layer Crimped (Cut-Open) 0.15 Fine 1 1 10.00 5.20 4.50 0.53 0.56 0.58

5 Crimped Sock 0.35 Medium 1 2 10.00 7.50 6.40 14.42 14.84 15.31

6 1-Layer Crimped (Cut-Open) 0.35 Medium 1 1 10.00 6.00 5.00 6.71 6.95 7.15

7 Crimped Sock 0.5 Medium 1 2 10.00 8.20 6.80 38.23 41.26 44.82

8 1-Layer Crimped (Cut-Open) 0.5 Medium 1 1 10.00 5.70 4.70 11.09 12.13 13.08

9 Crimped Sock 0.15 Fine 2 2 14.00 8.90 8.00 3.13 3.17 3.12

10 1-Layer Crimped (Cut-Open) 0.15 Fine 2 1 14.00 8.30 7.50 0.95 0.96 0.97

11 Crimped Sock 0.15 Fine 1 2 14.00 8.50 7.70 1.37 1.41 1.43

12 1-Layer Crimped (Cut-Open) 0.15 Fine 1 1 14.00 7.00 7.80 0.64 0.65 0.63
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Customer Support

Tel: +44 (0) 1352 717 600 

Email: sales@knitmesh.com 

Coast Road, Greenfield, Flintshire, CH8 9DP United Kingdom

The information provided above is supplied in good faith and believed to be correct. This information is supplied upon the condition that persons receiving this will make their own determination as to 
its suitability for their purposes prior to use. KnitMesh makes no representations or warranties, either expressed or implied with respect to the information or the product to which this information refers.
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